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Introduction

This document is the summary of an LCA study aiming to represent the product properties, related assumption,
impact categories and potential environmental impact results of Xerox Corporation's MX951xse printer product.
Xerox Corporation generates LCAs for a series of printers and multi-functional devices. The LCAs are critically
reviewed by an independent expert. Each LCA is created using the same software model and workflows while
changing only printer-specific data points via parameter settings. Each LCA submitted for critical review will
then be accompanied by a brief technical summary of the relevant data points, as well as a methodology
report.

This LCA study is carried out based on ISO 14040 and ISO 14044, and generally follows the requirements of
the Product Category Rules (PCR) Guidance for the product category printers and multi-function printing units,
version 2, published by UL Environment (ULE) in April 2018. This LCA study has a few deviations from the
PCR, including the following:

The PCR bases the images per day calculation on the Version 2.0 of the Imaging Equipment ENERGY STAR®
Program Requirements. However, using this estimation method results in a calculated printing volume that
greatly exceeds actual customer usage. In this study, the images per day calculation has been replaced by
actual customer printing data, Average Monthly Print Volumes (AMPV), per product family. The new
methodology aligns with realistic customer printing.

The PCR requires using ReCiPe 2016 or TRACI 2.1 as the impact assessment methodology. This study
selects TRACI 2.1 as it is currently the only impact assessment methodology framework that incorporates US
average conditions to establish characterization factors (Bare, 2012) (EPA, 2012). For global warming
potential, the TRACI characterization factors are not the most current, therefore it is assessed based on the
current IPCC characterization factors taken from the 6™ Assessment Report (IPCC, 2021) for a 100-year
timeframe (GWP100) as this is currently the most commonly used metric.

Sphera updated paper dataset is selected to replace dataset developed based on information from the
American Forest and Paper Association (NCASI, 2010).
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Product Description

Product Type

Mono Laser Printer

Printer Model

MX951xse

Maximum Print
Speed

35 pages per minute

Intended use

primarily office

Range of print images or text in mono or color onto paper or paper-like media
applications

Product Lifetime 5 years

Introduction Date 6/1/2026

Product
Specifications

https://www.xerox.com/en-us/office/multifunction-printers/lexmark-mx95-series

Functional Unit

The functional units has been defined as (1) a 1,000 page simplex job; (2)
lifetime page simplex job

Product
Characterization

With the new MX951xse A3 multifunction printer, you get reassuring versatility,
exceptional sustainability, and surprising simplicity from such sophisticated
technology. Boost your productivity with vivid prints - up to 35 pages per
minute*. Intuitively navigate the 10-inch (25 cm) color touchscreen, and save
time with single pass two-sided scanning. Effortlessly create everything your
business requires, and custom configure your multifunction printer with
interchangeable options tailored to your needs. The printer product delivered to
the customer consists of the printer, a power cord, printed setup instructions, a
CD/DVD that includes the User Guide and Printer Drivers and an initial set of
product supplies. The printer is delivered in packaging that can be recycled
locally and is not needed for product operation. Product supplies include toner
cartridges, imaging kits and the fusing mechanism. The power supply is internal
to the product and the imaging kit and fusing mechanism are installed at the
factory. Only the toner cartridges must be installed by the customer. The printer
can be setup by the customer without outside assistance.
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Technical Data

Product Specificati Lexmark MX951se

Printing
DCspiary
Frint Speed
Timz 1o Arst Page
Print Pesolution
Memory
Hard Disk
Fecommended Monthly Page Volume
Madmum Monshity Duty Cycle
Copying
‘Copy Speed
Time to Arst Copy
Scanning _
Scanner Type / ADF Soan
A4 Duplex Soan Speed
A4{LT Simplex Soan Speed
ADF Paper Input Capachty

4

Loser Cartrioge Yieids
Imaging Untt Esdmated Yieid

Cariridgeds) Shipping with Product
Paper Handling

inciuded Paper Handling

Cptional Paper Hardling

Paper Input Capadty
Poper Output Copocity
Meda Types Supportad
Meda 5izes Supportad

General Information
Standard Ports

Opticnal Metwork Ports / Optional Locol

Forts

Nolse Level

Spectfied Operating Envircniment
Slze § Walght

EMERCY STAR Typéoal Electricity
Consumpticn

Lexmark e-Task 10.Hnch {25.6 cm) color touch scareen
Upto Block: 35 ppm ? (Letien)
As fastas: Black: 7.3 seconds
Block: 1200 = 1200 dpl, 2400 12
Standar: 4 GB / Maxdmum: £ GE
Intelligent Storage Drive Induded; Magnetic Hard Disk (optond)
7000 - 50000 pages ?
Up tee 150 000 pages per month ?

Up tor Blaock: 35 cpm ™ (Letter)
&z fastas: Block: 91 seconds

Figtbed scanner with automatic decument feeder [ ADF (single pass Duplex)
Uptor Black: 200200 sides per minute f Color: 2000200 sides per minuts
Up to: Block: 100100 sides per minute f Color: 100,100 sidas per minute

Up to: 200 poges 20 |b or 75 gsm bond

up - 47700 *-poge Blodk Cartridge

Ulp o 225,000 pages, based on & average letter/ A4 slze pages per print job and - 5% coverage for C5/0096x, CxE3x, CXP5x, and MXP5
printer seres, or based on 3 averoge letter/Ad sine poges per print job and - 5% cowerage for all other printers

5,000 S-page Beock Toner Cartridge &

500-5hest Cutput Bin, 550-5heet Tray, 150-5heet Multpurpose Feeder
2,250-5heet Bookle Staple Hole Punch Finisher, 500-Sheet Staple Offsat Finisher, Folding Paper Transport Unit, 1,250-5heet Stapke Hole
PUNCh Finisher, Offsat S20ckes, 1,500-5haes High-Capochty Thoy, Papsr Transport Unit, 2000-Shees Tandem Tray, Cabinet, 2 % 550-5heet
Tray, 550-5haet Tray
Upte: Standarct 700 pages 20 b or 75 gsm bond /| Maximum: 4750 pages 20 b of 75 gsm bond
Upto: Standard: 500 pages 20 Ik of 75 gsm bond / Madmum: 2550 pages 20 b or 75 gsm bond
Vinyl Labets, Labels, Card Stock, Piain Boper, Envelopas, Clossy Paper, Refer to the Papsr & Speciaity Madia Culde

&6, Oficko, 123 187, 7 3/4 Envelope, JIS-B4, 9 Envelope, I5-B5, A3, Ledger, A4, Legal, SRA3, A5, Hogakl Card, Letter, B5 Envelope, C4
Envelope, Stowement, C5 Envelope. Exscutive, DL Envelope, Foll, 10 Envelops

GClgabit Ethemet (10/100/1000), Front USE 2.0 Specificaton HI-5peed Certified port (Type A), 802.110/tg/n/oc + Apple IBeacon, USE 2.0
Spacificotion HHESpeed Certfied (Type B)
Markhet ME230 Fiber Ethemet Print Server / Internal 1284-B Ekdirectional Parallgl, intemal R5-232C seral

Operadng: 46 dBA (Print) / 50 dBA (Copy) | 55 dBA (Soan)
Adtthude: O - 2896 Meters (2500 Feet) / Humidity: 15 to S0% Relgtive Humidity / Temperature: 10 e 32.2°C (50 to 20°F)
HxWel: 319 x235% 2501In / 1625 Ib.
TEC: 0.53 kliowati-nours per week

Al InformaTtion s subiject 1o change without notice. Lexmark Is not llabke for any emors or emisslons.
1 Print and copy Spesds MEasUred In GOCCRTaNCe WIth ISCYIEC 24734 and ISC{IEC 24735 respectivaly (E5AT). For More INFONMMITION S8 Wi lexmark.comy I5Cspesds.

! "Recommendad Monthily Wolume” 15 a range of poges that helps qustomers evaluate Leacn'ﬂrk‘sgomct offerings based on the gven
print on the device each Month. Lexmark recemmends ng'_*gs

numiber of pages oystomers plan to
ce. bsedion 1o

% the num pages per month be wathin the stated rangsTor cptimum device on factors Including:

suppiles repiocement intervals, poper leoding Interwals, speed, and typical customer usage. * “Maximum Menthly Duty Cydle” Is defined as the madmum number of poges a device
could dedlver In o momth using a multishift operation. This metric provides a comparison of robusness In relotion to other Lexmark printers and MFPs. 4 Product functions only with
replocement cartridges designed for use In a spedific geographicol region. See www lexmark com/reglons for more detalls * Average standard page yield value dedared In

ocoordance with IS0/IEC 19752

Thiz is a Class A davice according to international electromognetic emissions standards {la. FCC Rules, EN 55002 /EN 55032, etc.). Class A products are intendad for use in non-residenticl/non-
domestic environments. Use of a Jaoss A product in residential/domestic environments moy cawse interference to rodic communicotions and requine corrective measures.
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Declaration of Basic Materials

The printer consists of mechanical, electromechanical, and electronic components. Its material composition can
be described using the basic material fractions given below. Please note that the category 'Electronics' also
includes all wiring.

Plastics (recyclable) 33.9
Plastics (non-recyclable) 251
Ferrous Metals 63.1
Aluminum 0

Copper 0

Glass 1.36
Electronics 4.09
Other Materials 0.607
Total 105

Table 1: Basic Material Declaration

Product Supply Chain

The printer is manufactured and assembled in Thailand. The cartridges for the North American market are
manufactured and assembled in Juarez, Mexico.
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Lifecycle Assessment Results

The following sections describe the printer's cradle-to-gate resource use and potential environmental impacts
over the full printer lifecycle. These represent the typical impacts for an average system sold in the North
American market. All impacts are presented per functional units.

Printer Manufacturing Resources Use

Table 2 displays the use of material resources (kg) and of non-renewable as well as renewable primary energy
demand necessary for printer manufacturing, but excludes other lifecycle stages of the printer (cradle-to-gate).
Likewise, material and energy consumption associated with printer packaging, cartridges, and paper is
excluded here.

Use of Material Resources [kg]
Non-Renewable 2.55E003
Renewable (excl. water) [4.68E003
Water 9.21E009
Use of Non-Renewable Primary Energy [MJ]
Crude Oil 1.3E003
Hard Coal 4.32E003
Lignite 115

Natural Gas 2.25E003
Uranium 489

Use of Renewable Primary Energy [MJ]
Biomass 4.83E-005
Geothermal 21

Solar 761

Wind 387
Hydropower 331

Table 2: Use of Material and Energy Resources for
Printer Manufacturing (Cradle-to-Gate)
Energy Consumption During Utilization

Based on the ENERGY STAR® Typical Energy Consumption (TEC) test methodology, the printer is expected
to have the following power consumption for an assumed average job load.

Energy Consumption During Utilization [kWh] 0.406 138
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Lifecycle Impact Assessment

The following provides an overview of the potential printer lifecycle impacts with emissions classified and
characterized to standard environmental impact metrics based on TRACI 2.1 method. Global warming potential
is evaluated based on IPCC ARG6. Ecotoxicity and human toxicity are not included in this study, due to their

respective uncertainties.

LCIA results are relative expressions and do not predict impacts on category endpoints, the exceeding of

thresholds, safety margins or risks.

per 1000 |per 1000 |per printer (per printer
pages pages lifetime lifetime
including |excluding |including |excluding
paper paper paper paper
IPCC AR6 GWP 100, excl biogenic CO2 [kg CO2 eq.] |5.73E00 2.54E00 1.94E03 8.62E02
AP [kg SO2 eq.] 3.23E-02 |1.76E-02 [1.10EO1 5.96E00
EP [kg N eq.] 8.10E-03 |6.43E-04 |2.75E00 2.18E-01
ODP [kg CFC 11 eq.] 3.35E-09 |3.35E-09 [1.14E-06 |1.14E-06
RDP [MJ surplus energy] 6.90E00 2.71E00 2.34E03 9.21E02
SFP [kg O3 eq.] 444E-01 |1.61E-01 |1.51EQ02 5.48E01

Table 3: Summary of lifecycle Impact Assessment Results
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Interpretation of Results

Impact Dominance Analysis

Due to the 5 year lifetime and the number of pages printed per day based on the actual customer printing
information, the use phase with paper heavily dominates the lifecycle impacts. The below tables and charts
display the results of the dominance analysis for each impact category addressed in Table 3. The first row in
each table, labeled Printer, is the printer manufacturing phase which includes raw material extraction and
manufacturing.

Global Warming Potential

per 1000 pages including
paper

per 1000 pages excluding
paper

per printer lifetime
including paper

per printer lifetime
excluding paper

Printer 1.85E00 1.85E00 6.29E02 6.29E02
Use phase <LC>  (3.84E00 6.60E-01 1.30E03 2.24E02
EoL phase <LC> 2.82E-02 2.82E-02 9.56E00 9.56E00

Table 4: GWP100 dominance analysis [kg CO2 equiv]

100.0
95.0
90.0
85.0
80.0
75.0
70.0
65.0
60.0
55.0
50.0
45.0
40.0
35.0
30.0
25.0
20.0
15.0
10.0

5.0
0.0

Percent of GWP100

Printer use - Cartridges/Toner . Printer use - Distribution . Printer Use - Energy

[l Printer use - Maintenance

Printer use - Waste treatment

[l Printer use - Packaging ] Printer Use - Paper

per 1000 pages including paper
per 1000 pages excluding paper

per printer lifetime including paper

Figure 1: GWP100 dominance analysis of the lifecycle stage
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Ozone Depletion Potential

per 1000 pages including
paper

per 1000 pages excluding
paper

per printer lifetime
including paper

per printer lifetime
excluding paper

Printer 5.04E-10 5.04E-10 1.71E-07 1.71E-07
Use phase <LC> 2.84E-09 2.84E-09 9.65E-07 9.65E-07
Eol phase <LC> 3.56E-15 3.56E-15 1.21E-12 1.21E-12

Table 5: ODP dominance analysis [kg CFC-11 equiv]

Acidification Potential

per 1000 pages including

per 1000 pages excluding

per printer lifetime

per printer lifetime

paper paper including paper excluding paper
Printer 1.29E-02 1.29E-02 4.37E00 4.37E00
Use phase <LC> 1.93E-02 4.54E-03 6.55E00 1.54E00
EolL phase <LC> 1.32E-04 1.32E-04 4.49E-02 4.49E-02

Table 6: AP dominance analysis [kg SOz equiv]

Eutrophication Potential

per 1000 pages including
paper

per 1000 pages excluding
paper

per printer lifetime
including paper

per printer lifetime
excluding paper

Printer 4.04E-04 4.04E-04 1.37E-01 1.37E-01
Use phase <LC> 7.69E-03 2.29E-04 2.61E00 7.77E-02
EoL phase <LC> 9.87E-06 9.87E-06 3.35E-03 3.35E-03

Table 7: EP dominance analysis [kg N equiv]

Resource Depletion Potential (fossil fuel)

per 1000 pages including

per 1000 pages excluding

per printer lifetime

per printer lifetime

paper paper including paper excluding paper
Printer 1.64E00 1.64E00 5.55E02 5.55E02
Use phase <LC> 5.21E00 1.03E00 1.77E03 3.49E02
EolL phase <LC> 4.85E-02 4.85E-02 1.65E01 1.65E01

Table 8: RDP dominance analysis [MJ surplus energy]
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Smog Formation Potential

per 1000 pages including
paper

per 1000 pages excluding
paper

per printer lifetime
including paper

per printer lifetime
excluding paper

Printer 8.05E-02 8.05E-02 2.73E01 2.73E01
Use phase <LC>  [3.60E-01 7.79E-02 1.22E02 2.64E01
EoL phase <LC> 3.01E-03 3.01E-03 1.02E00 1.02E00

Table 9: SFP dominance analysis [kg O; equiv]

100.0
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5.0

Percentage (%)

Printer use - Cartridges/Toner . Printer use - Distribution . Printer Use - Energy

[l Printer use - Maintenance [l Printer use - Packaging

0.0

Figure 2: Contribution analysis of the use phase (per 1000 pages excluding paper)

AP [kg SO2 eq.]

Printer use - Waste treatment

ODP [kg CFC 11 eq.]

EP [kg N eq.]
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Assumptions and Estimations

Assumptions and estimations are documented in the methodology report, which was provided for critical review
purposes alongside this document. The LCA results represent the specific printer model as sold in the North
American market.

The model assumes a printer lifetime of five (5) years. The printer is modeled to print an average pages per day
based on actual customer printing information. The printer further possesses an automatic mechanical
duplexing feature.

Power consumption figures are based on Energy Star testing of the printer using the average job load
described above. Consumables rate of consumption is based on the market-average yield across all available
cartridge capacities. In addition, market-average use of remanufactured cartridges is taken into account, as
applicable.

Transportation distances to the end consumer are based on their points of origin and the population-weighted
average distance to the 100 most populous cities in the continental US based on 2020 census data. The printer
as well as replacement fuser kits and waste toner bottles are manufactured in Thailand and shipped to the point
of use from the distribution center near Jeffersonville, IN, while the cartridges and the imaging unit are shipped
from Ciudad Juarez, MX to Jeffersonville, IN.

The paper dataset developed by Sphera represents European and used as proxy in lieu of current US data.

The End-of-Life treatment for the printer is based on the assumption that 90 % of the printers are either
recycled or remanufactured, while the remainder is disposed of through local waste streams, where the metal
fractions are assumed to be recycled and the remainder landfilled. The EoL cartridges are assumed to be split
as such: 80% to remanufacturing or recycling, and 20% landfill.

In accordance with the cut-off methodology, materials sent to End-of-Life recycling are considered to cross the
system boundary without any further transformation. Only the impacts associated with waste transportation and
disposal are included in the results.

Description of Data and Period Under Consideration

All primary data is based on technical documentation and sales data accessed in 2025. All background data is
taken from the MLC 2026-10.9.5.2 Databases. No primary data is collected from the Original Equipment
Manufacturer's manufacturing plant.
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Data Quality

Manufacturing data of printers and consumables is based on a combination of Bills of Material and teardown
analyses and is considered to be of overall high quality with low uncertainty. Distribution from printer
manufacturing to the end consumer is representative of logistical data from Xerox Corporation and best
estimates of US average shipping distances, and is of moderate quality and high uncertainty.

Printer power consumption represents measured power consumed during printer operation. The electricity
consumed is calculated based on TEC specification, and is of high quality and moderate uncertainty. Toner
cartridge use is based on expected yields based on the ISO test standards for cartridge use, and is of high
quality and low uncertainty. Replacement rate for consumable parts is based on part design specifications, and
is of high quality and moderate uncertainty.

The disposition of the printer and consumables at End-of-Life is based on best-available information by the
respective experts at Xerox Corporation. This data is of average quality and moderate uncertainty.

Background Data
All background datasets relevant to production, power generation, transportation, and material disposal were

taken from Sphera's MLC 2026-10.9.5.2 Databases.

The additional use of third-party background data from industry associations (e.g., worldsteel) is documented in
the methodology report. They represent the latest LCI data as available in the MLC 2026-10.9.5.2 Databases.

Allocation and Methodological Principles

No significant allocations have been considered for the production of the printer. Allocation of production or use
impacts across the various functions of a multi-function system is not included (i.e., allocation of production
impacts to the provision of scanning services) and the impacts from all lifecycle stages are considered within
the system boundaries for the printing system.

Treatment of recycled or resold material is not considered in the body of the LCA, in accordance with the cut-off
methodology.
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Letter of Equivalency

LCA Model Evaluated: MX951xse
Equivalent Models: MX951xg, MX951se, MX951g

Life Cycle Assessments (LCA) are in accordance with ISO 14040 and ISO 14044. Life Cycle
Assessments provide information on a number of environmental impacts of products over their life cycle.
LCAs may be used equivalently for programs with multiple configurations if the differences in
configurations are evaluated and determined to be negligible to the global warming impact. Printer
configurations with the same parameters for mass, typical electricity consumption (TEC), rated pages per
minute are considered equivalent. In many cases, several configurations are identical, but the model
names are different among various sales channels. For printer configurations that have slight
differences, they are determined to be equivalent only when those differences are considered to
have a negligible contribution to the LCA results.

Accuracy of Results and Comparability: LCAs regularly rely on estimations of impacts, and the level of
accuracy in estimation of effect differs for any particular product line and reported impact. LCAs are not
comparative assertions and are either not comparable or have limited comparability when they cover
different life cycle stages, are based on different product category rules or are missing relevant
environmental impacts. LCAs from different programs may not be comparable.

Exclusions: LCAs do not indicate that any environmental or social performance benchmarks are met, and
there may be impacts that they do not encompass. LCAs do not typically address the site-specific
environmental impacts of raw material extraction, nor are they meant to assess human health toxicity.
LCAs can complement but cannot replace tools and certifications that are designed to address these
impacts and/or set performance thresholds e.g. Type 1 certifications, health assessments and
declarations, environmental impact assessments, etc.

Full details are documented in the LCAs methodology report, which was provided for verification
purposes alongside the LCA. Assumptions and estimations generally follow the governing PCR on
printing equipment. The LCA results represent the specific printer model as sold in the North
American market.
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Lifecycle Assessment

Laser Printer MX951xse

Printers and multi-functional printing units According to ISO 14040 and I1SO 14044

LCA Verifier Information

Critical Reviewer:

Thomas P. Gloria, Ph. D.

Industrial Ecology Consultants

35 Bracebridge Rd.

Newton, MA 02459-1728

direct: 617.553.4929

email: t.gloria@industrial-ecology.com

Dr. Gloria is a certified Lifecycle Professional (LCACP) through the American Center for Life Cycle Assessment.
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